PRO STREET GASOLINE 4x4 TRUCKS

USA-EAST Sled Pulling

2010 Season Rules
FULL PULL PRODUCTIONS, INC. – JAMESTOWN, PENNSYLVANIA
Adopted October 25th, 2009 
The rules promulgated in these rules are intended as guidelines for the sport of Pro Street Gasoline 4x4 truck pulling.  These rules have been adopted by Full Pull Productions, Inc. for the 2010 season. Nothing herein should be construed as a guarantee against injury or death to participants, crewmen, family members, bystanders or spectators.  Each participant at a Full Pull Productions’ pulling event must assure that their equipment and replacement equipment throughout the season meets the requirements for this class.

CLASS REQUIREMENTS

Weight:

6500 lbs. Maximum.  Weight with driver.  All vehicles must cross the scales prior to
 participating.  Fuel and water may not be added after crossing the scales – except if 
qualified for a pull-off.

Ballast:

Additional added weight is permitted. Hanging weights and brackets may not extend more than 195 inches from the centerline of the rear axle.  trucks with longer wheelbases are welcome to participate and may place weights inside the engine compartment, but not inside the cab.
Body/Chassis:
TRUCK EXTERIOR MUST BE STOCK IN APPEARANCE.  THE COMPLETE TRUCK BODY MUST HAVE FACTORY SHEET METAL AND FACTORY GLASS WINDOWS. THE CAB MUST HAVE O.E.M. FIREWALL AND O.E.M. FLOOR FOR SAFETY.  BED FLOOR, INNER AND OUTER SKINS MUST BE OF O.E.M. OR O.E.M. REPLACEMENT MATERIAL.  DESIGN MODIFICATIONS TO REDUCE WEIGHT ARE NOT PERMITTED.  WOODEN FLATBEDS ARE PERMITTED AS LONG AS THEY ARE FACTORY BUILT OR HEAVIER THAN FACTORY BUILT.  FIBERGLASS HOODS AND FIBERGLASS HOOD SCOOPS ARE PERMITTED.  
Frame/Suspension:
FACTORY O.E.M. FRAMES ARE REQUIRED.  NO TUBE FRAMES OR HOMEMADE FRAMES ARE ACCEPTED.  A solid BLOCKED REAR suspension is permitted. Must still use OEM mounting points AND LEAF SPRINGS.  The upper mounting point for strut assemblies must be in the factory location. Adjustable caster/camber pillow ball mounts are permitted. The lower control arm may be strengthened provided factory-mounting points to chassis are maintained. The lower mounting point for the strut assembly may be modified for improved caster or camber. Strut tower braces, lower tie bars, sway bars, and limit straps are permitted. Traction bars and devices are permitted.  Lift Kits are acceptable.   
Wheelbase:

The vehicle must retain the original factory wheelbase (+/- 1”); the wheelbase must be compatible to the body used.
Engine:
THE MAXIMUM CUBIC INCH WILL BE 540 cu.in.  ENGINE MUST REMAIN IN THE STOCK LOCATION.  NO ALUMINUM ENGINE BLOCKS ARE PERMITTED UNLESS O.E.M.  CAST IRON BLOCKS ONLY, ALUMINIUM INTAKES ARE PERMITTED.  ANY CAST IRON OR CONVENTIONAL TYPE ALUMINIUM CYLINDER HEADS PERMITTED.   NO PRO STOCK TYPE CYLINDER HEADS, SHEET METAL, OR TUNNEL RAM INTAKES PERMITTED.  NO DRY SUMP OILING SYSTEMS.   DOMINATOR CARBS ARE PERMITTED. NO TURBOS, SUPERCHARGERS, INJECTION, EFI, SPLIT OR DUAL CARBS.  HEADERS ARE APPROVED BUT ALL EXHAUST MUST RUN THROUGH A MUFFLER SYSTEM.   NO OPEN HEADERS ARE PERMITTED.   SWAPS BETWEEN MANUFACTURERS ARE NOT PERMITTED.
Fuel and Fuel Tanks:

GASOLINE  IS THE ONLY type FUEL PERMITTED.  TURBO-BLUE AND CAM-2 ARE PERMITTED.  E-85 (ETHANOL) IS PERMITTED.  ABSOLUTELY NO ALCOHOL, OR OTHER OXYGEN EXTENDERS.  FUEL TANKS MUST IN THE STOCK LOCATION or MAY BE IN THE BED.  EXCEPTION:  FUEL TANKS MAY ALSO BE MOUNTED ON THE FRONT, BUT MUST BE COMPLETELY ENCLOSED WITHIN THE WEIGHT BOX AND NOT VISIBLE.  IN THIS CASE A MANUAL FUEL SHUTOFF IS REQUIRED ON THE WEIGHT BOX.
Nitrous Oxide:

Nitrous oxide is prohibited. All other oxygen extenders are prohibited. System components must be removed from the truck.

Batteries:

Batteries must be securely mounted; BATTERIES MUST EITHER BE IN THE STOCK LOCATION OR THESE MAY BE MOVED INTO THE BED.
Cooling System:

Radiators must be in the stock location and at least of stock size.

Hitch:
THE HITCH POINT WILL BE FROM A “REESE TYPE” HITCH ON A LEVEL PLANE WITH THE POINT OF ATTACHMENT TO THE TRUCK’S FRAME BEHIND THE PUMPKIN COVER OF THE REAR END.  NO OTHER TYPES OF HITCHES ARE PERMITTED.  HITCH POINT MAY NOT BE MORE THAN 26" FROM GROUND.  HITCH POINT MUST BE HORIZONTAL – PARALLEL TO THE GROUND.  NO ANGLED, LEVER, PIVOT, AXIS OR OTHER TYPES OF ‘TRICK’ HITCHES ARE ALLOWED AND THE HITCH MUST BE STATIONARY IN ALL DIRECTIONS.  THE HOOK POINT MUST BE THE FURTHEST POINT TO THE BACK OF TRUCK.  HOOK POINT MUST BE PAST THE BED OF THE TRUCK IF THERE IS NO BUMPER, OR PAST THE END OF THE BUMPER.  SHORTENING OF THE BED IN ORDER TO SHORTEN THE HOOK POINT IS NOT PERMITTED.   EACH TRUCK DRIVER MUST SUPPLY A TWISTED CLEVIS.  THE HOLE FOR HITCHING MUST ACCOMMODATE A MINIMUM OF 3.75 INCHES ACROSS.

Tires:

MAXIMUM TIRE SIZE FOR ALL TRUCKS WILL BE 35x12.50 AS STAMPED. (METRIC CONVERSION OF THIS TIRE SIZE IS 315/70 OR 315/75).  ALL TIRES MUST CARRY A D.O.T. NUMBER ON THE SIDE WALL, DOT NUMBER MUST BE EASILY READ FROM THE OUTSIDE OF THE TIRE.  NO DUAL WHEELS, STUDDED TIRES, TIRE CHAINS OR ANY TIRE NOT SPECIFICALLY INTENDED FOR STREET USE ARE PERMITTED.
Tire Altering:

NO CUT, ALTERED OR SHARPENED TIRES ARE PERMITTED. 
Brakes:

Four-wheel hydraulic brakes are mandatory.

Driveline:

TRANSMISSION AND TRANSFER CASE AND FRONT AND REAR DIFFERENTIALS MUST BE O.E.M.  AND AVAILABLE IN A ONE TON (OR SMALLER) PICK-UP TRUCK.  THIS RULE WILL BE ENFORCED BY THE OFFICIALS IN 2010.
Driveshaft Loops:
· Required on all trucks that will collect points in 2010.  
· Required on all truck that are not licensed for the highway.

· required on all trucks that are not properly inspected for the highway.  
· required on any truck that competes more than FOUR times in 2010.

Trucks must have at least six inch wide u-joint shields around the rear u-joints constructed of at least 1/4 inch steel or 3/8 inch aluminum that will safely contain the u-joint and the ends of each shaft. In addition there will be at least one shaft loop in the middle of the drive shaft. All shields must be securely mounted to the vehicle. Any front shaft u-joint that is visible from the side of the truck must be shielded to contain the u-joint and the end of the shaft.

Flywheel Shield (Manual Transmissions):

· Required on all trucks that will collect points in 2010.  
· Required on all truck that are not licensed for the highway.

· required on all trucks that are not properly inspected for the highway.  
· required on any truck that competes more than FOUR times in 2010.

All vehicles equipped with a manual transmission must have a flywheel shield. Applications for which a flywheel shield is not available may use a properly attached blanket that completely covers the bell housing.  it must be attached to the block and extend rearward to the transmission with a minimum six inch overlap where it is fastened.

Transmission, Manual:

Non-OEM transmissions are prohibited. A clutch meeting minimum SFI Spec 1.1 or 1.2 is mandatory on all vehicles. All transmissions must be clutch assisted. Sequential shifters are prohibited.

Automatic Transmission Blanket:
· Required on all trucks that will collect points in 2010.  
· Required on all truck that are not licensed for the highway.

· required on all trucks that are not properly inspected for the highway.  
· required on any truck that competes more than FOUR times in 2010.

must use a properly attached blanket that completely covers the bell housing.  it must be attached to the block and extend rearward to the transmission with a minimum six inch overlap where it is fastened.

Driver Restraint System:

The OEM restraint system is mandatory and must be utilized when hooked to sled.

Helmet:
motor sport type Helmet is required for all drivers of trucks that are not currently licensed, insured and inspected for street use.
Engine Cube Checking:
officials may (at their discretion) use a pump to check cubic inches.  the usa-east 

protest rule will be  in effect for this class of competition.

Event Operation:
DRIVER’S WINDOW MUST BE ROLLED COMPLETELY UP WHILE COMPETING.  OTHER WINDOWNS ON THE TRUCK MAY BE LOWERED HALF-WAY.  PASSENGERS ARE NOT PERMITTED IN THE TRUCK AT ANY TIME EITHER IN THE PITS OR ON THE TRACK

Class Jumping:
Trucks may collect points in both the Pro Street Gasoline class and the RWYB 
class.  Any truck that competes in thE PRO STREET GASOLINE division in 2010 will
be restricted from competition in the Street Stock 4x4 division at USA-EAST pulls.

Credentials:

· MEMBERSHIPS ARE NOT REQUIRED IN ORDER TO ENTER AND PARTICIPATE.  A CURRENT AND
VALID MEMBERSHIP WITH THE USA-EAST SANCTIONING BODY IS REQUIRED IN ORDER
TO COLLECT POINTS.  

· All drivers must have a valid state driver’s license.

· Trucks in this class do NOT have to be licensed or inspected or insured.

· Any street licensed truck that chooses to enter this class MUST be fully licenseD 

and insured.

Point Fund and Point Race:
A PRO STREET GASOLINE 4x4 TRUCK “POINT RACE” will be conducted in 2010.  Points will be assigned with fifty (50) to the winner and down by two.  All trucks will receive at least twenty points at each event where they compete.   Each truck may miss one event and still collect last place points less two at that pull.   The owner must notify Full Pull Productions before missing an event in order to receive these ‘dropped hook’ points.   No more than two trucks may take their “dropped hook” at any single event.  Truck may not participate at another event when using ‘dropped hook’.
Invitational Pulls:
The PRO STREET GASOLINE division may have end-of-season ‘invitational’ pulling events.  The trucks invited to these special pulls will be determined based on the 2010 point race.

Purse:
$300 - $200 - $150 - $100 - $75 - $60 - $50 - $40  (minimum purse for 2010)

Entry Fees:

All PRO STREET GASOLINE 4x4 TRUCK entry fees will be $25.00 per truck.  Each entry is entitled to a minimum of two (2) free admissions at any usa-east point event.


